P

Fixed Box

VB-M740E [ VB-M741LE VB-H730F VB-M720F VB-S900F VB-S905F
1L.IMP 21MP 1.2MP 2IMP 1LIMP
Outdoor Fixed Bullet Fixed Box

Ultra-Compact Fixed Box

Vz-
Primary Colour Filter, Progressive scan
720P 1080P 720P 1080P 7209
2.4x optical / 4x digital Zoom 3Ix optical / 4x digital Zoom 4x digital Zoom
2.55 - 612mm 28 -84mm 2.7mm Fixed
f1.2-f18 1.2-1/20 e
N3.4° - 46.5° Nn2.6* - 36.7° 96.0°
True Day / Night Digital Night Mode
- | 30m -
0.02lux (colour) 0.3lux (colour) 0.4lux (colowur)
0.001lux (mono 0.015lux (mono) 0.2lux (mono)

2x H.264, 3x JPEG

JPEG : 30FPS, H.264 :30FPS, 2x H.264 : 15FPS ea

20

Auto-55C

ADSR

Haze Compensation

Moving, Abandoned, Removed,

Moving, Abandoned, Removed,

Tampering, Passing Line, Intrusion Tampering, Passing Line

Volume

Volume

Scream

4 Events (2 Alarms)

SD / SDHC / SDXC

micro(SD/SDHC/SDXC)

Line/Mic In x1
Line Out x 1

Line/Mic In x1, Line Out x 1

Line/Mic In x1

2xIn / 2x Out

2xIn/2xOut |

xIn/1x Ouwt

-10°C - +55°C
(*14°F - +131°F)

-50"C - +55°C
(+5SB°F - +131°F)

-10°C to +50°C (+14°F to +122°F)

-10°C (-14°F)

-30° (-22°F) with

24Vac or PoE+ e ne A
- Yes
Profile S, Profile G Profile S

Zoom & Focus |

IPG6

NEMA250 Type 4X, _
IEC 60950-1/22

Pigtail Cable Connector

PoE+/PoE
12Vde/24Vac

PoE
12vVdce/24Vac

PoE




