
Full HD 60fps, 1080i HDMI 10x Zoom Camera 
 

 

 
Specification 
Model no. MDC-HM4090Z10 

Image Sensor 1/2.5" model Primary Color CMOS, 2.2M Compatible 

Effective Pixel Elements Aspect 16:9 Approx. 2.07 Megapixel 

Min. Illumination 6 Lux (F1.8 / 50IRE / 1/30 sec. / 1920 x 1080) 

Video Out        
Resolution  
(Video Signal/Output 
Resolution) 

1920 x 1080 30p ---> 1920 x 1080 30p                                 
1920 x 1080 30p ---> 1920 x 1080 60i                                 
1280 x 720 30p ---> 1280 x 720 30p 
1280 x 720 60p ---> 1280 x 720 60p 

Lens f=4.5~45.0mm, F1.8~2.2 

Min. Objection Distance 1cm (Wide end), 100cm (Tele end) 

Shutter Speed  1/5 ~ 1/4000 sec. 

Zoom Optical 10x Auto Focus Zoom Lens 

Video Out HD-SDI / HDMI / Composite (Simultaneously) 
Component / S-Video 

Control Remote Control / RS-232 

Power  12VDC +/- 2V / 720mA 

Dimension (WxHxD) 67.5 x 65.7 x 166.9(mm) 

Weight 450g 

Storage Temp. 0 ℃ ~ 50℃ 

 

Rear Interface                Description of Multiport 
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Features 
 

 Full HD-1920 x 1080 30p/60i ,1280 x 720 60p   
 Various Output 

HDMI, HD-SDI, Composite (Simultaneously) 
Component, S-Video 

 X10 Optical Auto Focus Lens 
 Progressive Scan: High Image Quality 
 Full HD Bitmap OSD(16 Colors) 
 Remote Controller inclusion 

 


